
Portable Cut-Off

2416S
1 430 W • 405 mm • 2 300 min-¹
Cut-off saw for safe metal cutting

A 1 430 W cut-off saw for accurate, safe and quick
cutting of metal. A carry handle for easy transport
and a well-designed spark guide for added safety.
The tool’s adjustable cutting depth and material
clamp improve user convenience.

TECHNICAL SPECIFICATIONS

Capacity 90° 100 - 240 mm
Continuous Input Power 1430 W
No load speed 2300 min-¹

Capacity 45° 110 - 135 mm
Max. Cutting Capacity in Steel Pipe 115 mm
Bore Size (Arbor Diameter) 25,4 mm
Grinding Disc Diameter 405 mm
Power Supply Cord 5,0 m
Noise Uncertainty (K Factor) 3 dB(A)
Vibration Level (3 axes) ≤ 2,5 m/s²
Vibration Uncertainty (K Factor) 1,5 m/s²
Weight Without Cable 19,2 kg
Max Cutting Capacity 150 x 150 mm
Product weight 19,2 kg

EAN 0088381000093

Link to Product page - www.makita.ae

USER BENEFITS

• Mitres 45° Left And Right.
• Spark Guard for operators safety
• Quick release vise for secure stock retention and fast

repeated cut-offs
• Powerful carbon brush motor
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