
Drill

6413
450 W • 13 mm • 0 – 3 400 min-¹
Tool for general drilling applications

A small 450 W drill with two speed settings and
variable speed adjustment between 0 – 3 400 min-¹.
The tool is suitable for general drilling applications in
construction and renovation work. With a chuck
capacity of 1,5 – 13 mm.

TECHNICAL SPECIFICATIONS

Continuous Input Power 450 W
No load speed 0 - 3400 min-¹

Max. Drilling Diameter in Wood 25 mm
Max. Drilling Diameter in Steel 10 mm
Drill Chuck Capacity 1,5 - 10 mm
Power Supply Cord 2,0 m
Sound Pressure Level (LpA) 88 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Product Dimensions (L x W x H): 234 x 64 x 183 mm
Vibration Level, Drilling into metal 2,8 m/s²
Vibration Uncertainty (K Factor),
Drilling into metal

1,5 m/s²

Drilling Capacity Wood (Self-feed bit) 50 mm

EAN 0088381081177

Link to Product page - www.makita.ae

USER BENEFITS

• The rubber coating on the handle ensures a firm
working grip

6413641364136413 - Drill
Page 1(2)

www.makita.ae
27-6-2024

https://www.makita.ae/product/6413.html


RELATED PRODUCTS
OPTIONAL ACCESSORIES

D-07032
Wood drill bit 4 x 75 mm

D-07347
Auger bit 8 x 250 mm

OTHER

User manual
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