
Diamond Core Drill

DBM131
220V: 1 700 W / 127V: 1 500 W • 0
– 1 570 min-¹ • 132 mm
Powerful diamond core drill with two speeds

This Diamond Core Drill comes with a powerful
motor for instance for the use in electrical and
sanitary installation work. The tool has two
mechanical gears and variable speed control. Load
speed is 0 – 1 570 min-1 and max diamond core
capacity is 132 mm. Supplied with side handle and
carry case.

TECHNICAL SPECIFICATIONS

Continuous Input Power 1700 W
No load speed 0 - 1100 / 2300

min-¹
Max. Drilling Diameter in Concrete 70 / 132 mm
Spindle Thread M18
Sound Power Level (LWA) 90 dB(A)

Sound Pressure Level (LpA) 85 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Vibration Level (3 axes) ≤ 2,5 m/s²
Vibration Uncertainty (K Factor) 1,5 m/s²
Weight Without Cable 6,1 kg
Product weight 6,1 kg

EAN 0088381043816

Link to Product page - www.makita.ae
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RELATED PRODUCTS
OPTIONAL ACCESSORIES

P-40082
Diamond drill stand

P-40098
Fixing kit

P-41866
Diamond Drill adapter M18 / M30

P-45060
Centering Pin, 400 mm, M30

OTHER

User manual
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