
Impact Drill

HP1630K
710 W • 16 mm • 0 - 3 200 min-¹
Drill with drilling and impact drilling functions.

Lightweight 710 W impact drill with drilling and
percussion function. Slim grip frame and rubber grip
for easy operation. The machine has an adjustable
speed. Comes in a case.

TECHNICAL SPECIFICATIONS

Continuous Input Power 710 W
No load speed 0 - 3200 min-¹

Impact 0 - 48000 min-¹

Max. Drilling Diameter in Wood 30 mm
Max. Drilling Diameter in Concrete 16 mm
Max. Drilling Diameter in Steel 13 mm
Drill Chuck Capacity 1,5 - 13 mm
Collar Clamping Diameter 43 mm
Power Supply Cord 2,0 m
Sound Power Level (LWA) 108 dB(A)

Sound Pressure Level (LpA) 97 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Weight Without Cable 2,1 kg
Product Dimensions (L x W x H): 296 x 75 x 204 mm
Vibration Level, Drilling into metal ≤ 2,5 m/s²

EAN 0088381093125

Link to Product page - www.makita.ae

USER BENEFITS

• Rubberized soft grip for more comfort and control
• Cast aluminum gear housing for less weight and

increased durability
• Variable speed control dial enables user to match the

speed to the application
• Double insulated
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